
Data sheet

TextFlow 12

Digital weld seam gauge, Measuring range: 30mm

Order data

Order number 477630 30

GTIN 4045197927675

Item class 42H

Description

Version:
Large, high contrast digital display with sturdy metal housing. Digital weld seam gauge with
absolute scale, no zeroing required. Electronics switch off automatically after approx. 5 minutes
and switch on again as soon as the tool is moved.
Application:
For measuring flat and fillet welding seams.
Supplied with:
1 battery No. 081560 size CR2032.
Material: Stainless steel, INOX
Standard: Manufacturer’s standard
Reversible reading: mm / inch
Measured value saving: once-off setting of the zero position
Packaging: sturdy box
Calibration: Price on request
Reversible reading: 0.01 mm
Reversible reading: 0.0005 in
Error limit: 0.02 mm

Technical description

Reversible reading 0.01 mm

Reversible reading 0.0005 in
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Standard Manufacturer’s standard

Packaging sturdy box

Calibration Price on request

Error limit 0.02 mm

Measured value saving once-off setting of the zero position

Reversible reading mm / inch

Measuring range 0 - 30 mm

Number of batteries contained 1

Article no of the battery / rechargeable battery fitted 081560 CR2032

Power supply Battery-powered

Material Stainless steel, INOX

Type of product Welding gauge

Services

Labelling laser-etched Type 018940

Calibrating weld seam gauges with sliders 017830

Calibrating weld seam gauges with sliders   SN 028980 SN

Accessories

Button cell / special battery  Battery type CR2032 081560 CR2032
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